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Required under USDL Safety and Health Regulations for Ship Repairing,
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)
SECTION |
MANUFACTURER'S NAME EMERGENCY TELEPHONE NO.
3M COMPANY (612)733-2328
ADDRESS (Number, Street, City, State, and ZIP Code) L N
3M CENTER, ST. PAUL, MINNESOTA 55101 o
CHEMICAL NAME AND SYNONYMS TRADE NAME AND SYNO MS
SCOTCHWELD Brand Primer EC-1660
CHEMICAL FAMILY FORMULA “ el
i \L j’
i
SECTION Il - HAZARDOUS INGREDIENTS
PAINTS, PRESERVATIVES, & SOLVENTS % (J&‘t’_’l ALLOYS AND METALLIC COATINGS % ‘L:-‘i‘:s,
PIGMENTS BASE METAL
CATALYST ALLOYS
VEHICLE METALLIC COATINGS
SOLVENTS . §L'.‘J§E§o'}1$mé OR CORE FLUX
ADDITIVES - T OTHERS
OTHERS
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % (J,';;‘t',)
. PPt
Methyl disobutyl ketone : 55 750
Cyclohexanone ‘ < 25| 50
Toluol <., 51100
L ]
SECTION il - PHYSICAL DATA
BOILING POINT {°F.) Toluene 230 SPECIFIC GRAVITY (H,0=1) 0.88
VAPOR PRESSURE (mm Hg.) BV oo 5 Wei ght about | 90
VAPOR DENSITY [AIR=1) >1 (VAPORATION RATY
SOLUBILITY IN WATER about 80¢%
APPEARANCE ANDODOR  Low viscosity green liquid; strong solvent odor
SECTION IV - FIRE AND EXPLOSION HAZARD DATA
F SH POINT (Method et ) FLAMMABLE LIMIT Let Uel
- (Methed w9 Toluene 45°F e - O
EXTINGUISHING MEDIA . . .
C0,, foam, dry chemicals
SPECIAL FIRE FIGHTING PROCEDURES =
' None
UNUSUAL FIRE AND EXPLOSION HAZARDS
None
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SECTIONV - HEALTH HAZARD DATA

Sty SHOLD LIMIT VALUE .
See Section II

, Vi t,cﬁ'b’ﬁ_bvegexpos.um—: :
Liquid irritating to eyes and skin. May defat skin. Concentrated
§vapors irritating to eyes and upper respiratory system.

c 1 RGENCY AND FIRST AID PROCEDURES

'EYE contact: Immediately flush eyes with plenty of water. Seek
;med1cal_§dv1ce. SKIN contact:” Wash with soap and water,

EINHALATION:- Proyide fresh air.

SECTION VI - REACTIVITY DATA

U ALty UNSTABLE CONDITIONS TO AVOID

STABLE X

LCOMPATABILITY (Malerials to avoid)

i 1nsARDOUS DECOMPOSITION PRODUCTS

{ Thermal decomposition may produce oxides of C, H, and N
) CONDITIQNS TO AVOID
MAY OCCUR

! ia7ARDOUS
{ - LYMERIZATION

WILL NQT OCCUR : X

SECTION Vil - SPILL OR LEAK PROCEDURES

.; L PS.TO BE TAKEN,IN CASE MATERIAL IS RELEASE PIL
:Ext1ngu1sﬁ ignition sources. %o?f

' residue.

spi]]ed material. Clean up

! NASTE DISPOSAL METHOD

g Contalﬂé___glx_m__gl_4__lnsJ1unuLLg_anapgrlx_ln_a;;grdnngg_u1th

’10ca1 requlations.

.

SECTION VIl - SPECIAL PROTECTION INFORMATION

~FSPIRATORY PROTECTION (Specify type}

i NTILATION LOCAL EXHAUST SPECIAL
: MECHANICAL (General) ' OTHER

; :

' IO TECTIVE GLOVES EYE PROTECTION X
¢

! JTHER PROTECTIVE EQUIPMENT

SECTION IX - SPECIAL PRECAUTIONS

KRECAUTIONS TO BE TAKEN_IN HANDLING AND STORING

eep away from all sources of ignition, Ayoid eye contact, Ayoid
pro]onged breathing of vapors and prolonged or repeated skin contact.
THER PRECAUT,IONS

se only in adequately ventilated areas to keep yvapor levels below
threshold 1imit of solvents.
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